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GOVERNING CODE OHIO RESIDENTIAL CODE FOR ONE, TWO, AND THREE FAMILY DWELLING — 1999 (OR OTHER WOOoD: C-1 COVER AND GENERAL NOTES
LOCAL CODES AS REQUIRED). | MATERIALS: SP-1 SITEPLAN
GENERAL NOTES: A. FRAMING LUMBER: N
1.2 X 8 AND LARGER: NO. 1 GRADE OR BETTER SOUTHERN PINE KILN DRIED. SP-2 SITEPLAN LARGER
THESE PLANS ARE CONTRACTORS GUIDE PLANS ONLY. DESIGNER IS RESPONSIBLE FOR WORK ONLY AS SHOWN 2.2 X 4 AND 2 X 6: STUD GRADE OR BETTER SPRUCE PINE FIR KILN DRIED. A-l FRONT ELEVATION
ON THE DRAWINGS, BASED ON IDEAL CONDITIONS. ANY SITE OR JOB CONDITIONS THAT MAY ARISE THAT CAUSE 3. CCA OR CZC PRESSURIZE TREAT PIECES IN CONTACT WITH FOUNDATION OR EXPOSED TO WEATHER. AD LAKE ELEVATION
THE CONTRACTOR TO VARY FROM THE DRAWINGS SHALL BE HIS RESPONSIBILITY. THE DESIGNER IS IN NO WAY B. SHEATHING AND SUBFLOORING: 48/24 APA RATED TONGUE AND GROOVE SUBFLOOR EXPOSURE
RESPONSIBLE FOR INSPECTION OF FEILD INSTALLATION NOR QUALITY OF CONSTRUCTION, UNLESS SPECIFICALLY 1. 32/16 APA RATED ROOF SHEATHING EXPOSURE A-3 FIRST FLOOR PLAN
DIRECTED AND CONTRACTED FOR BY THE OWNER. OWNER IS RESPONSIBLE TO NOTIFY THE DESIGNER OF ANY 2. 24/16 APA RATED STRUCTURAL WALL SHEATHING EXPOSURE Ad SECOND FLOOR PLAN
ERRORS OR OMISSIONS ON THE CONTRACT DRAWINGS. 3. ALL SHEATHING TO BE NAILED WITH 8D NAILS AT 6" 0.C. AT PANEL EDGES AND 12" 0.C. AT INTERMEDIATE
1. DO NOT SCALE DRAWINGS. SUPPORTS UNLESS ~ NOTED OTHERWISE. A-5 LOWER LEVEL FLOOR PLAN
2. ALL SHELVING SHALL BE 12" DEEP UNLESS OTHERWISE NOTED. C. ADHESIVE FOR GLUED AND NAILED PLYWOOD SUBFLOORING. SHALL CONFORM TO PERFORMANCE SPECIFICATION
3. DIMENSION NOTES: AFG-01 DEVELOPED BY APA.
A.) ALL EXTERIOR DIMENSIONS ARE TO FACE OF FOUNDATION WALLS, UNLESS OTHERWISE NOTED. 2. UNLESS NOTED OTHERWISE, CONNECTORS SHALL BE MADE PER TABLE R—402.3A, "FASTENING SCHEDULE FOR
B.) ALL INTERIOR DIMENSIONS ARE TO FACE OF STUDS. STRUCTURAL MEMBERS”, IN REFERENCED BUILDING CODE. STAPLES NOT PERMITTED FOR FASTENING APA RATED
C.) ALL INTERIOR WALLS ARE 2 X 4 STUDS @ 16" 0.C. (3 1/2") UNLESS OTHERWISE NOTED. SHEATHING AND SUBFLOORING.
4. SMOKE DETECTOR(S) LOCATION AND INSTALLATION AS SHOWN ON DRAWINGS. ALL DETECTORS SHALL BE 3. ALL PLYWOOD SUBFLOORING SHALL BE GLUED AND NAILED.
CONNECTED TO A SOUNDING DEVICE AND CONNECTED TO OTHER DETECTORS TO PROVIDE, WHEN ACTIVATED, AN 4. ALL CONNECTION HARDWARE SPECIFIED ON THE STRUCTURAL DRAWINGS AS MANUFACTURED BY THE SIMPSON
ALARM WHICH WILL BE AUDIBLE IN ALL SLEEPING AREAS. SMOKE DETECTORS SHALL RECIEVE THEIR PRIMARY STRONG—TIE COMPANY SHALL BE FASTENED AS SPECIFIED IN THE SIMPSON PRODUCT AND INSTALLATION MANUAL.
POWER FROM THE BUILDING WIRING AND BATTERY BACKUP BE APPROVED AS LISTED BY (U.L) OR (FM). 5. NOT USED o -
6. BRIDGING IN FLOOR AND CEILING JOISTS SHALL BE 1” X 3” CROSS BRIDGING (DOUBLE NAILED) AT 80" 0.C.
MASONRY: MAXIMUM.
7. WALL STUDS SHALL LINE UP WITH FLOOR JOISTS OF FLOORS ABOVE AND BELOW.
1. CONCRETE BLOCK AND BRICK MASONRY WORK SHALL CONFORM TO ALL REQUIREMENTS OF "SPECIFICATION g Bg#gﬁ%;?ﬁg%ﬁg& \?viiRng[\)A%?ES\%RO%E/Z%N‘QT\AEVERRS%E;WLOR%SN@TATTORUEQCEQSASEEEL %L’*RTTHH%F@EES-
;%MXT’*E%%;\@ STRUCTURES (ACI 530.1-92/ASCE 6-92)". STUD WIDTH, AND NO HOLES ARE TO BE BORED % OF THE STUD WIDTH. GREATER THAN 40
& CONCRETE MASONRY UNITS: ASTM C90 TYPE 1 NORMAL WEIGHT AGGREGTE PER ASTM C33. B. MORTAR 10. NOTCHES IN FLOOR, JOISTS, AND ROOF RAFTERS SHALL NOT BE LOCATED IN THE MIDDLE ONE-THIRD OF THE
ASTM C270 TYPE N ABOVE GRADE. TYPE S BELOW GRADE. 1. PORTLAND CEMENT—LIME MORTAR: SPAN. NOTCHES IN THE TOP OR BOTTOM OF THE MEMBER ARE NOT TO EXCEED ONE-SIXTH OF THE MEMBER
A PORTLAND CEMENT TYPE 1 DEPTH. HOLES SHALL NOT BE BORED LARGER THAN ONE—THIRD OF THE MEMBER DEPTH, OR WITHIN TWO INCHES
: o : , OF THE TOP OR BOTTOM OF THE MEMBER, OR WITHIN TWO FEET OF BEARING. NO HOLES OR NOTCHES ARE
B. HYDRATED LIME:  TYPE S 2. MASONRY CEMENT: AT CONTRACTOR'S OPTION ALLOWED IN BEAMS UNLESS APPROVED BY ENGINEER.
C. PROVIDE 9 GAGE GALVANIZED TRUSS TYPE JOINT REINFORCING AT 16" CENTERS VERTICALLY FOR CONCRETE 11. ALL SOLID BEARING POINTS SHALL BE CONTINUQUSLY BLOCKED THRU FLOOR FRAMING DOWN TO SOLID BEARING
MASONRY. ON FOUNDATION WALL OR INTERIOR STEEL BEAM.
3. 4" MASONRY VENEER (BRICK OR STONE) SHALL BE FASTENED WITH DUR-O-WAL D/A 213 OR WIRE-BOND 12. ALL BEARING POINTS UNDER CONCENTRATED LOADS, AT THE SUPPORT POINTS OF BEAMS AND HEADERS, AND
RJ-711 (WITH 3/16" DIAMETER PINTLE AND HOT-DIPPED GALVANIZED PER ASTM A153, CLASS B2) WALL WHERE INDICATED IN A WALL ON THE DRAWINGS, SHALL BE AT LEAST THE WIDTH OF THE BEARING, STRUCTURAL
ANCHORS SPACED AT 16" ON CENTER VERTICALLY AND A MAXIMUM HORIZONTALLY SPACING OF A 24" ON MEMBER, AND/OR A MINIMUM OF ONE 2X STUD CRIPPLE NAILED TOGETHER WITH 8D NAILS AT 16” 0.C. TO (1)
CENTER.  SCREWS SHALL BE A MINIMUM #10 SIZE AND SHALL BE CADMIUM PLATED OR HOT-DIPPED FULL HEIGHT STUD FOR SPANS UP TO 6°0", AND (2) 2X CRIPPLES FOR SPANS GREATER THAN 60", UNLESS
GALVANIZED (STAINLESS STEEL AND COPPER—COATED SCREWS ARE NOT PERMITTED). PROVIDE A 1" AR OTHERWISE  NOTED.
SPACE BETWEEN BRICK AND EXTERIOR FACE OF SHEATHING. BRICK VENEER ANCHORS SHALL BE EMBEDDED 2" 13. ALL MULTIPLE HEADERS AND BEAMS SHALL BE FASTENED TOGETHER AT TOP AND BOTTOM INTO EACH
MINIMUM INTO BRICK. PROVIDE CONTINUQUS BASE FLASHING WITH WEEP HOLES AT 2°0" 0.C. 4. RUNNING BOND ADJACENT MEMBER WITH (MINIMUM) TWO ROWS OF 16D NAILS AT 12" 0.C. FOR BEAM DEPTHS LESS THAN 12”.
PATTERN SHALL BE USED FOR ALL MASONRY WORK UNLESS OTHERWISE NOTED. FOR DEPTHS GREATER THAN 12", THROUGH-BOLT WITH %" DIAMETER BOLTS AT 12" 0.C. STAGGERED TOP AND
BOTTOM.
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